POTENTIOMETER TYPE, INFINITE RESOLUTION
PRECISION, LOW PRESSURE TRANSDUCER

MODEL 6100

Designed for precise pressure measurements and to high reliability military specifications, the entire pressure assembly is
dynamically counter-balanced to eliminate orientation errors and provide outstanding performance under vibration and
acceleration. This model is used in many missile, aircraft, and ground support systems including back-up air data systems
where high accuracies and reliability are the primary prerequisites. A special shock mount is available to protect and reduce
vibration and shock errors in severe environmental industrial applications. '

ELECTRICAL SPECIFICATIONS: MECHANICAL SPECIFICATIONS:
Pressure Range Any range to suit from Overpressure 20% Higher
0-2 to 0-200 PSI } Avaiatle
Gage or Differential Case Pressure 150 PSIA
0-5 to 0-200 PSI Absolute
Terminal Resistance 500 to 10K £ 10% Weight 10 ounces
Independent
Linearity To+0.3% F.S. ENVIRONMENTAL:
Repeatability +0.05% F.S. (Typical)
Power Rating 0.10 to 0.20 Watts Temperature Range -550 to +850C
Life To 10 million cycles, Acceleration Error +0.05%/G to 30G
depending upon
application Pressure Media
Tamnaratiira Absolute and
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