
-- An Electromotive Solutions Company – 
2800 ANVIL STREET NORTH   ●  ST. PETERSBURG, FL  33710  USA  ●   PHONE: (727) 347-2181  ●   Fax:  (727) 347-7520 

                  
 

SPECIFICATIONS  
ELECTRICAL  MECHANICAL  
Power Rating 1.5 Watts @ 70°C Total Adjustment Turns 1 

Resistance Range ±20%                  500Ohms to 100KOhms Mechanical Rotation  Continuous 
Temperature Coefficient                             500ppm/C° Max Operating Torque  

Independent Linearity                           ±2.0%      Servo-Mount 0.3oz-inch 

  To ±0.25% (Optional)                                                         Panel Mount 0.6oz-inch 

Output Smoothness 0.1% Max Mechanical Stops Optional 

Resolution Essentially Infinite Electrical Travel 340° 
Insulation Resistance 20 MOhms/min @ 500VDC Rotational Life Up to 50,000,000 

Operating Temperature Range -40°C to 125°C  Shaft Revolutions 

    

* See OPTIONAL Electrical Characteristics  * See OPTIONAL Mechanical Characteristics  

Dielectric Strength 750V RMS   
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ROTARY PRECISION POTENTIOMETERS 
VP SERIES 

CONDUCTIVE PLASTIC, SINGLE-TURN 


